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Symbols and Highlighting
The following sections present explanations about the symbols and
highlighting used in this manual.

The table below explains the highlighting used in this
manual.

This symbol indicates useful hints to assist you in work-
ing with the FRITZ!Box.

This symbol indicates important instructions that must be
observed to avoid malfunctions.

Highlighting Function Examples
Quotation marks Keys

Buttons

Settings pages

Menus

Commands

File paths

File names

F1 key

“Help”

“Advanced”

“Edit/Paste”

“Copy”

“C:/My Documents”

“Documentation”
Underlined text Text input fritz.box

Pointed brackets Joker <MSN>
Bold Emphasis Do not click the but-

ton...
FRITZ!Box Fon 5113 6
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I CONNECTING AND OPERATION

1 Security and Handling
What to watch out for

Safety Instructions When working with the FRITZ!Box Fon 5113, observe the
following security instructions in order to protect yourself
and the FRITZ!Box from harm.

� Do not install the FRITZ!Box during an electrical
storm.

� Disconnect FRITZ!Box from the power supply during
electrical storms.

� Never let liquids get inside the FRITZ!Box. Otherwise,
electric shocks or short circuits may result.

� The FRITZ!Box is intended for indoor use only.

� Do not open the FRITZ!Box housing. The device con-
tains hazardous components and should only be
opened by authorized repair technicians.

Handling the
FRITZ!Box

You can either place FRITZ!Box on a horizontal surface or
mount it on a wall. Please note the following:

� Place or hang the FRITZ!Box in a dry location that is
free of dust and protected from direct sunlight.

� Do not place FRITZ!Box on excessively heat-sensitive
surfaces, as the base of the device can heat up dur-
ing normal operation.

� Make sure that the ventilation slits are unobstructed.
For this reason the FRITZ!Box should not be placed on
a carpet or on upholstered furniture. The ventilation
slits provide for air cooling of the FRITZ!Box.

� When connecting FRITZ!Box to your computer using
the network, remember to take the length of the ca-
ble into account.
FRITZ!Box Fon 5113 7
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� If you would like to establish wireless connections
between FRITZ!Box and the computer, position the
device at a central location.

� Make sure to keep sufficient distance from potential
sources of interference like microwave devices or
electric devices with large metal housings.

For detailed information about the symbols, numerals
and function keys used in the manual, see the section
“Symbols and Highlighting” from page 6 and “Instruc-
tions for Operation at the Telephone” from page 32.
FRITZ!Box Fon 5113 8
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2 FRITZ!Box Fon 5113
An Overview
The FRITZ!Box connects your computers directly with your DSL line.
Each connected computer can establish an Internet connection over the
FRITZ!Box.
The FRITZ!Box is a Private Branch Exchange (PBX) for making telephone
calls via the Internet and the fixed-line network.
The FRITZ!Box connects your analog telephone and your computer with
the Internet. The FRITZ!Box can be connected directly via the DSL line or
using an already existing Internet connection. With the analog tele-
phone you can make telephone calls via the Internet and the analog
fixed-line network. The Internet connection is available for all connect-
ed computers.

Possibilities for connecting FRITZ!Box

PBX Two analog telephones, fax machines and answering ma-
chines can be connected to FRITZ!Box.

Connecting
Computers

A computer can be connected directly to the FRITZ!Box us-
ing the LAN port.

You can also connect a network hub or switch to the LAN
port so that even more computers can be connected to
your FRITZ!Box.

Local Network All of the computers connected with the FRITZ!Box consti-
tute a network and can share access to any files released
for file sharing.

FON 1 FON 2FON 1 FON 2

FRITZ!Box Fon 5113

Analog phoneFax Computer, game console, 
network

Fon 1 Fon 2

A DS L  c o n n e c t i o n
with analog telephone line

(Annex A)
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Internet All of the computers connected to the FRITZ!Box can ac-
cess the Internet.

The FRITZ!Box works as a DSL router, making the Internet
connection available to all connected computers. All con-
nected computers can then use the Internet connection at
the same time.

Firewall The FRITZ!Box is equipped with an integrated firewall. The
integrated firewall protects your network from attacks
from the Internet as long as the FRITZ!Box is operated as a
router.

Network Devices Other network devices can also be connected to the net-
work ports of the FRITZ!Box, for instance game consoles.

Operating Systems
Supported

The FRITZ!Box can be connected to computers with Win-
dows operating systems, the Linux operating system or
Apple computers with the Mac OS X operating system.
FRITZ!Box Fon 5113 10
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2.1 Package Contents
The following is included in the FRITZ!Box Fon 5113 pack-
age:

� FRITZ!Box Fon 5113

� one power supply unit with a cable for connection to
the power mains

� one DSL/telephone cable for connecting the
FRITZ!Box to your DSL line

� one network cable for connection to a computer or a
network

� one FRITZ!Box CD with

– installation Help

– documentation for all enclosed AVM products

� one quick guide
FRITZ!Box Fon 5113 11
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2.2 Operation Requirements
In order to operate the FRITZ!Box, you must have the fol-
lowing:

� a Web browser that supports Java script (for instance,
Internet Explorer version 6.0 or higher, or Firefox
version 1.5 or higher)

� DSL line, ITU G.992.1 standard, ITU G.992.3 stan-
dard, ITU G.992.5 standard

� for connection via network cable:

computer with a network port (network adapter stan-
dard Ethernet 10/100 Base-T)

� for fixed-line telephony:

one analog telephone line
FRITZ!Box Fon 5113 12
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3 Connection
Connecting FRITZ!Box
This chapter contains instructions on the following topics:

� launching FRITZ!Box operation

� connecting FRITZ!Box to electrical power

� connecting one or several computers to the FRITZ!Box

� connecting FRITZ!Box to DSL

� connecting FRITZ!Box to the analog telephone line

� connecting analog terminal devices to the FRITZ!Box

3.1 Launching Operation

Using the Installation Help on the CD
On computers with Windows operating systems you can
use the Installation Help on the FRITZ!Box CD. The Installa-
tion Help presents instructions on the screen, guiding you
through the steps required to launch operation of the
FRITZ!Box.

1. Insert the FRITZ!Box CD in the CD-ROM drive of your
computer.

The Installation Help starts automatically.

2. Follow the instructions in the Installation Help to pre-
pare the FRITZ!Box for operation.

At the conclusion of the Installation Help, you will be rout-
ed directly to the FRITZ!Box user interface.

Please see the instructions about setting up the
FRITZ!Box in section “Security and Handling” on page 7.

We recommend using the Installation Help on the
FRITZ!Box CD when launching operation of the FRITZ!Box
for the first time.
FRITZ!Box Fon 5113 13
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Launching Operation without the Installation Help CD
If you do not want to use the Installation Help on the
FRITZ!Box CD, then work through the instructions below in
the recommended order:

1. Mounting FRITZ!Box; see the section “Security and
Handling” from page 7.

2. Connecting FRITZ!Box to the power supply; see the
section “Connecting to Electrical Power” on page 15.

3. Connecting FRITZ!Box to the computer(s); see the
section “Connecting the Computer” on page 15.

4. Connecting FRITZ!Box to DSL; see section “Connect-
ing to the DSL Line” from page 18.

5. If you would like to use the FRITZ!Box to make calls
over your analog telephone line, please read section
“Connecting with the Analog Telephone Line” on
page 20.

6. If you want to make telephone calls and fax using the
FRITZ!Box over the Internet and/or the fixed-line net-
work, connect your analog equipment to the
FRITZ!Box: See the section “Connecting a Telephone,
Fax, or Answering Machine” on page 21.
FRITZ!Box Fon 5113 14
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3.2 Connecting to Electrical Power

Connecting to the power supply

Connecting Set aside the power supply unit out of the FRITZ!Box pack-
age.

1. Connect the power supply unit to the socket on the “
labeled ”PowerFRITZ!Box.

2. Plug the other end into an AC power outlet.
 The green “Power” LED will light up after a few seconds.

3.3 Connecting the Computer
If you would like to surf the web using the FRITZ!Box or to
open the FRITZ!Box user interface, then you must connect
a computer with the FRITZ!Box.

Connection Szenarios Note the following when connecting computers to the
FRITZ!Box:

� A computer can be connected to FRITZ!Box’s LAN port
directly, or using a USB hub/switch.

� The way a computer is connected to the FRITZ!Box is
the same regardless of the operating system on the
computer.

� All of the computers connected with the FRITZ!Box
constitute a network.
FRITZ!Box Fon 5113 15
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3.4 Connecting Computers to the LAN Port
If you would like to connect a computer to the LAN port of
the FRITZ!Box, make sure the computer is equipped with a
LAN port (network adapter). A LAN port is usually desig-
nated by the icon at left or labeled “LAN”.

Connecting a computer to a LAN port on the FRITZ!Box

Connecting Set aside the network cable (yellow) from the FRITZ!Box
package.

1. Switch on your computer.

2. If you work with a Linux operating system, use YaST
to configure your network card with the setting
“DHCP”, if this setting is not already configured.

Insert one end of the LAN cable to the computer’s
network adapter.

3. Connect the other end of the network cable to one of
the sockets on the FRITZ!Box labeled “LAN 1”.

Now the FRITZ!Box and computer are connected to each
other.
FRITZ!Box Fon 5113 16
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Connecting a Network Hub or Switch
You can connect a network hub or switch to the LAN port if
you would like to connect multiple computers to the
FRITZ!Box via LAN.

Connecting FRITZ!Box to a network hub

Connecting Set aside the network cable (yellow) from the FRITZ!Box
package.

1. Connect one end of the LAN cable to the uplink port
of the network hub or switch.

2. Connect the other end of the cable to the socket on
the FRITZ!Box labeled LAN.

The FRITZ!Box and network hub are now connected with
each other.
FRITZ!Box Fon 5113 17
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3.5 Connecting to the DSL Line
Depending on whether you have a DSL line and a tele-
phone line, or a DSL line without a telephone line, the
FRITZ!Box is connected to DSL with two different cables.

Connecting to the Telephone Line

FRITZ!Box on the DSL line: Connecting to the telephone socket

Connecting If you have a DSL line without a telephone line, connect
the FRITZ!Box to DSL using the DSL cable (gray).

1. Insert one end of the DSL cable into the socket on the
FRITZ!Box labeled “DSL/TEL”.

2. Insert the other end into the appropriate socket on
your telephone socket.

The green “Power” LED stops flashing after a short time
and remains lit to signalize that FRITZ!Box is ready for In-
ternet connections over DSL.

For instructions on how to connect your telephony equip-
ment, read from the section page 21.
FRITZ!Box Fon 5113 18
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DSL and Telephone Line

Connecting to the DSL splitter

Connecting If you have a DSL line and a telephone line, then connect
the FRITZ!Box using the DSL/telephone cable (gray-black).

1. Connect the longer of the two gray ends of the cable
to the port labeled “DSL/TEL”.

2. Then connect the shorter, gray end of the cable to the
appropriate socket on the DSL splitter.

The green “Power” LED stops flashing after a short time
and remains lit to signalize that FRITZ!Box is ready for In-
ternet connections over DSL.

The black branch of the Y-shaped cable is for con-
nection to the telephone line (see page 20).
FRITZ!Box Fon 5113 19
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3.6 Connecting with the Analog Telephone Line

Connecting to the analog telephone line via the DSL splitter

Connecting Set aside the Y-shaped cable (gray-black) delivered in the
package. This cable is a combined DSL/telephone cable.

1. Connect the longer gray end of the cable to the sock-
et on the FRITZ!Box labeled “DSL/TEL”.

2. Then insert the black plug into the appropriate jack
of your DSL splitter.

Now the FRITZ!Box and the analog telephone line are con-
nected.
FRITZ!Box Fon 5113 20
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3.7 Connecting a Telephone, Fax, or Answering Machine
The FRITZ!Box provides Internet and/or fixed-line telepho-
ny for analog terminal devices.

You can connect two analog terminal devices like tele-
phones, fax machine or answering machine to the
FRITZ!Box.

Analog equipment with an RJ11 plug are connected to the
RJ11 sockets “FON 1” and “FON 2”. These two jacks are lo-
cated on the back panel of the FRITZ!Box. 

Connecting an analog telephone to an RJ11 jack

Now your analog device is connected with the FRITZ!Box.
FRITZ!Box Fon 5113 21
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4 Opening the User Interface
fritz.box

The FRITZ!Box has a user interface that can be used in a
web browser.

The user interface presents information about the
FRITZ!Box product, terminals and connections. This is
where you configure all of the settings for operating the
FRITZ!Box.

The user interface can be opened from any computer con-
nected with the FRITZ!Box. The settings you configure are
saved in the FRITZ!Box.

Starting 1. Start a web browser on your computer.

2. Enter “fritz.box” in the address line of the browser.

The “fritz.box” address entry in the address field of an Internet 
browser

The FRITZ!Box user interface opens.

4.1 Password Protection
Use the password protection set up for the user interface
to protect your settings and all information in the
FRITZ!Box from unauthorized access.
Here is how to set up the password protection in the
FRITZ!Box:

1. Open the FRITZ!Box user interface.

2. Select “Advanced Settings / System / FRITZ!Box
Password” in the “Settings” area.

If the user interface does not open, please see the in-
structions in the section “Errors Opening the User Inter-
face” from page 51.
FRITZ!Box Fon 5113 22
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3. Enable password protection and enter a password.

4. Save your settings by clicking “Apply”.

Be sure to use a password you can remember easily. If you
forget the password, the only way to access the FRITZ!Box
is to restore the factory settings. All settings made during
operation will be overwritten. Then you can open the user
interface again in order to reconfigure your settings or re-
store the settings you saved during previous operation.

4.2 Saving Settings
The settings you made in the FRITZ!Box can be saved as a
file on your computer. This file contains all user-defined
settings, including the account information for the Inter-
net and telephony connections. This settings file can be
loaded back into your FRITZ!Box at any time.

The FRITZ!Box features a Wizard to accompany you step by
step through the process of saving and restoring your set-
tings.
FRITZ!Box Fon 5113 23
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5 Internet Connections
Setting Up the Internet Connection
In order to allow Internet access with the FRITZ!Box, you must first con-
figure the Internet connection in the FRITZ!Box user interface.

5.1 Configuring the Internet Connection Using the Wizard
If the FRITZ!Box is connected directly to the DSL line, the
account information from your Internet Service Provider is
required to configure the Internet connection in the
FRITZ!Box.
Use the Wizard to configure the Internet connection:

1. Open the FRITZ!Box user interface.

2. In the “Settings” area, please select the “Wizards”
menu command.

3. Click the Set Up Internet Connection” Wizard and fol-
low the instructions.

Once configuration has been completed, all of the com-
puters connected with the FRITZ!Box can be used to surf
the Internet without any further settings required.

5.2 Configuring the Internet Connection Manually
Changes to the Internet connection settings can be made
in the FRITZ!Box user interface.
Proceed as follows:

1. Open the FRITZ!Box user interface.

2. Select the “Advanced Settings” menu in the “Set-
tings” area.

3. Select “Internet / Account Information”.

4. Select the setting “Use one Internet connection for
all computers (router)” if this setting is not already
configured.

See also the Help available in the user interface for assis-
tance in configuring the Internet access. 
FRITZ!Box Fon 5113 24
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5. Enter in these fields the Internet account information
you received from your Internet Service Provider.

6. As a final step, click “Apply”.

If the FRITZ!Box is connected to a cable modem, a DSL mo-
dem or a router, or integrated into an existing network,
you must also configure your Internet connection as de-
scribed above. To do so, enable the expert settings in the
“System / Expert Mode” menu.
FRITZ!Box Fon 5113 25



Telephone Connections

FBFon5113-e.book  Seite 26  Freitag, 10. Juli 2009  4:53 16
6 Telephone Connections
Configuring FRITZ!Box for Telephony
Using the FRITZ!Box you can make telephone calls via the Internet and
the fixed-line network.
Once you have connected the FRITZ!Box as described in the chapter
“Connection” from page 13, you can configure the FRITZ!Box for making
telephone calls.
The configuration is performed in two consecutive steps:

� entering your phone numbers

� configuring the connected telephony terminal devices

6.1 Entering your Phone Numbers
The “Enter Outgoing Caller ID” Wizard supports you in per-
forming the following tasks:

� entering Internet telephone numbers

� entering fixed-line telephone numbers

� changing numbers already entered

� deleting entered numbers

Entering New Internet Telephone Numbers
In order to be able to make calls via the Internet with the
FRITZ!Box, you will need an Internet telephone number
from an Internet telephony provider. Enter the Internet
telephone number in the FRITZ!Box.

In the “Settings” area of the FRITZ!Box user interface
there are various Wizards for the configuration of your
FRITZ!Box. We recommend using these step-by-step in-
structions.

If you used the Basic Settings Wizard after connecting
your FRITZ!Box and entered numbers then, these numbers
are already entered in your FRITZ!Box. In this case you can
start right away with the configuration of the connected
telephony devices.
FRITZ!Box Fon 5113 26
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You can enter multiple Internet numbers in the FRITZ!Box.
The Internet numbers can be from one or from multiple dif-
ferent Internet telephony providers.

Entering Fixed-line Numbers
In order to make calls via the analog fixed-line network
with the FRITZ!Box, enter your telephone numbers in the
FRITZ!Box.

6.2 Setting Up Telephony Devices
For the configuration of telephony equipment, the “Con-
figure Telephony Devices” Wizard is available in the
FRITZ!Box.

Telephony Devices Supported
The following telephony devices are supported by the
FRITZ!Box:

� telephones

– analog telephones

– analog telephones with an integrated answering
machine

� answering machine

If you have connected an analog answering machine
(to the “FON 1” or “FON 2” jack, for instance), config-
ure it as an answering machine.

� fax machines

– analog fax machines

– analog fax-telephone combinations
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Settings for Telephony Devices
The following settings for telephony devices can be config-
ured in the “Configure Telephony Devices” Wizard:

Devices Connected to
the FRITZ!Box

� telephone

– kind of connection used to connect the telephone
with the FRITZ!Box

– internal name for the telephone

– Number used to conduct outgoing calls: With this
entry you specify whether outgoing calls should
be conducted via the Internet or the fixed-line net-
work.

– Call acceptance: Specify here whether the tele-
phone should react to all calls or only to calls for
certain telephone numbers.

� fax machine

– kind of connection used to connect the fax ma-
chine with the FRITZ!Box

– internal name for the fax machine

– Number used to send faxes: This entry defines
whether outgoing faxes are sent via the Internet
or the fixed-line network.

– Call acceptance: Here you define the numbers to
which the fax machine should react.

� answering machine

– kind of connection used to connect the answering
machine with the FRITZ!Box.

– internal name for the answering machine

– Call acceptance: Enter here whether the answer-
ing machine should react to all calls or only to
calls for certain numbers.
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6.3 Telephony Functions
More functions and settings options for telephony are
available in the “Settings / Advanced Settings” area, in
the “Telephony” menu.

Call List
The Call List displays outgoing calls, incoming calls, as
well as incoming calls in absence.

If the number of a caller or someone called is entered in
the Telephone Book, the Call List will display the name
from the Telephone Book.

The Call List can be saved as a file.

Menu The Call List is found in the “Settings / Advanced Set-
tings” area, in the “Telephony / Calls” section.

Blocking Calls
The telephone number block of the FRITZ!Box offers you
the following options:

� blocking of numbers and number ranges for outgoing
calls

From the FRITZ!Box no outgoing calls to a blocked
number range are possible. In this manner you can
block connections to certain mobile networks, for in-
stance.

� blocking telephone numbers for incoming calls

For incoming calls you can block certain numbers to
avoid receiving calls from unwanted callers.

Menu The command for blocking calls is located in the “Settings
/ Advanced Settings” area, in the “Telephony / Calls”
menu.

Telephone Book
A telephone book is at your disposal in the FRITZ!Box.

Menu The “Telephone Book” is found in the “Settings / Ad-
vanced Settings” area, in the “Telephony” menu.
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Alarm
With the alarm function you can use the telephones con-
nected to the FRITZ!Box as alarm clocks.

� You can specify several different times for the alarm
to go off.

� An individual telephone can be selected for the alarm
function.

Menu The “Alarm” function is located in the “Settings / Ad-
vanced Settings” area, in the “Telephony” menu.

Dialing Rules
Dialing rules specify when calls are conducted on the
fixed-line network, and when they take place over the In-
ternet.

All connections to number ranges for which a dialing rule
has been defined are established using the specified con-
nection type.

Menu The “Dialing Rules” menu is located in the “Settings / Ad-
vanced Settings / Telephony” area.
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7 Configuration and Operation on the Telephone
FRITZ!Box Keypad Sequences

Many of the FRITZ!Box functions and features can be con-
figured and used over a telephone connected to a
FRITZ!Box extension. Only tone-dialing (dual-tone multi-
frequency = DTMF) telephones can be used in configura-
tion and operation. Pulse dialing telephones are not suit-
able.

Acknowledgment
Tone

Entries input on the telephone are confirmed with ac-
knowledgement tones (see also “Audible Signals” on
page 33):

� Entries made correctly are confirmed with a positive
acknowledgement tone (a single tone of one second
in length).

� If the entry was not successful, because of an incor-
rect key sequence, for instance, you hear a negative
acknowledgment tone (an intermittent tone broken
into intervals of about 0.25 seconds).

The telephone network features can be used only if they
are supported by your telephone network carrier and en-
abled on your telephone line.
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7.1 Instructions for Operation at the Telephone
The table explains the symbols used in this chapter:

M Dial a number
N Pick up the handset
O Hang up the handset
P Talk
D Three-party conference call
Q Wait for the acknowledgement tone
K You hear the ring tone
<Ext.> Enter an extension number (Ext.).

In the place of the abbreviation <Ext.> used 
here, enter the number 1, 2 or a higher 
number, corresponding to the extension 
you would like to configure.

<MSN> Enter an ISDN number (MSN).

In place of the abbreviation <MSN> used 
here, enter the complete MSN desired, 
without any dialing prefix.

<DNo> Enter an external telephone number (desti-
nation number).

In the place of the abbreviation <DNo>, en-
ter the complete number of the external 
line.

<DNo./Ext.> Enter the external telephone number (des-
tination number) or extension number 
(Ext.) to which your calls are to be diverted.
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7.2 Audible Signals
The following diagram illustrates the duration and inter-
vals of the various audio signals and ring tones of the tele-
phones connected to the FRITZ!Box Fon 5113.

Audio signals and ring tones of the connected telephones

7.3 Configuring Using the Telephone

Saving New Settings
In this section, saving refers to all current settings made in
the FRITZ!Box. It is not necessary to save the configuration
immediately after every change. You may first configure all
of your settings as desired, and then save them perma-
nently.

Audible Signals

Time in seconds

Ring

Busy signal

Internal dial tone

External dial tone

Positive confirmation

Neg. acknowledgment

Call waiting

Calls

External call

Internal call

Call back

0 1 2 3 4 5 6

Internet telephony

Registration error

Fixed-line substitute

Permanent saving cannot be reversed. However, you can
change the settings by using new commands or restore
the FRITZ!Box to its factory settings.
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Restoring Factory Settings
The FRITZ!Box can be reset to its condition upon delivery
by restoring factory settings.

After restoring factory settings, the FRITZ!Box is restarted.

Do Not Disturb
You can enable a Do Not Disturb function for any tele-
phone connected to FRITZ!Box in the user interface. When
Do Not Disturb is enabled, the telephone will not ring. In
configuring this function you can choose between ena-
bling the function immediately and selecting a specific
time period.

Immediately When Do Not Disturb is enabled immediately, no incoming
calls will be signaled at the specified extension. The Do
Not Disturb setting will remain enabled until it is disabled.

Period Alternatively, you can enter a Do Not Disturb period during
which the telephone will not ring. At the extension for
which a Do Not Disturb period is to be configured, define

Saving Permanently
N Pick up the handset.
r91ss Save all settings permanently by dialing the 

sequence shown at left.
O Hang up the handset.

All settings you made in the FRITZ!Box—including the con-
figured Internet connection—are deleted when the factory
settings are restored.

Restoring Factory Settings
r991s159
01590s

resets the FRITZ!Box to its condition upon 
delivery

Enabling Do Not Disturb Effective Immediately
r81<Ext.>s0s immediately enables Do Not Disturb for 

the extension entered as <Ext>
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the period during which the phone should not ring and
save your entries. Then enable Do Not Disturb. Do Not Dis-
turb then automatically will be switched on daily at the
time entered in the “Start” field and switched off again at
the time defined in the “End” field. 

Example: Do Not Disturb should be configured from
20:00 p.m. until 07:00 a.m. daily. Enter the value “2000”
for <Start> and “0700” for <End>.

Disabling Both kinds of Do Not Disturb settings can be disabled by
means of a keypad sequence.

Alarm
The telephones connected to the FRITZ!Box can be used
for an alarm call. The alarm can be configured individually
for each connected telephone.

First enter on the telephone the time at which you would
like to be awakened and save this entry. Then enable the
alarm function.

Example: The telephone should ring to wake you at
07:00 a.m. Enter the value “0700” as the <Time> and save
this setting.

Enabling Do Not Disturb for a Prescribed Period
r80<Ext.>s

<Start>s<End>s

defines the period for Do Not Disturb at 
extension <Ext.>

r91ss saves the settings
r81<Ext.>s6s enables Do Not Disturb for the defined 

period

Disabling Do Not Disturb
r81<Ext.>s6s disables Do Not Disturb for extension 

<Ext.>
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Call Waiting
Call waiting can be switched on or off for each extension.
Some older terminal devices connected to extensions may
misinterpret the call waiting signal. This is especially true
of fax machines and modems. If communication errors oc-
cur, you should disable call waiting for fax and modem ex-
tensions.

See section “Waiting Calls” on page 42 for information
about how to accept a call while another connection is ac-
tive.

Configuring the Alarm for a Telephone
r881s<Time>s

<Ext.>s

defines for the extension <Ext.> the 
time at which the telephone should 
ring

r91ss saves the settings

Enabling/Disabling the Alarm
r881ss enables the alarm function for all ex-

tensions on which a time was set
r881r disables the alarm function for all ex-

tensions

When call waiting is enabled, modem and fax connec-
tions may be interrupted.

Enabling Call Waiting
N Pick up the handset.
r2 <Ext.> s0s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing the 

sequence shown at left.
O Hang up the handset.
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Caller ID Suppression for Outgoing Calls (CLIR)
The CLIR (Calling Line Identification Restriction) function
prevents your telephone number being displayed on the
other party’s phone during outgoing calls.

The CLIR function is disabled in the factory settings. You
have the option of enabling this function permanently and
then disabling it again. CLIR can also be used for individu-
al connections. When CLIR is permanently enabled, this
setting is saved for the extension and always enabled for
outgoing connections.

If you would like to conduct only certain calls with the Call-
er ID suppressed, prefix the number dialed with a keypad
sequence. This enables CLIR only for the current connec-
tion.

Disabling Call Waiting
N Pick up the handset.
r2 <Ext.> s1s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing the 

sequence shown at left.
O Hang up the handset.

Enabling CLIR Permanently
N Pick up the handset.
r51<Ext.>s1s Dial the sequence shown at left.
r91ss Save your settings if desired by dial-

ing the sequence shown at left.
O Hang up the handset.

Disabling CLIR Permanently
N Pick up the handset.
r51<Ext.>s0s Dial the sequence shown at left.
r91ss Save your settings if desired by dial-

ing the sequence shown at left.
O Hang up the handset.
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Displaying Incoming Caller ID (CLIP)
The CLIP (Calling Line Identification Presentation) function
makes the number of callers—external and internal—visi-
ble on your telephone display.

The CLIP function is enabled in the factory settings. This
function can be permanently disabled and enabled again.

CLIR on a Case-by-Case Basis
N Pick up the handset.
s31r Dial the sequence shown at left. Now 

you hear the external dial tone.
M Dial the number you want to call.

This feature is only effective if your telephone supports
CLIP.

Enabling Display of Incoming Caller ID (CLIP)
N Pick up the handset.
r50<Ext.>s1s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing 

the sequence shown at left.
O Hang up the handset.

Disableing Display of Incoming Caller ID (CLIP)
N Pick up the handset.
r50<Ext.>s0s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing 

the sequence shown at left.
O Hang up the handset.
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Disabling Automatic Outside Dialing
The FRITZ!Box offers the possibility of disabling automatic
outside dialing. This means that you will hear an internal
dialing tone when you lift the handset at the correspond-
ing extension. This makes sense at any extension which is
used to make many internal calls, for instance, between
the extensions of the FRITZ!Box. When automatic outside
dialing is disabled, for an external call the 0 must be
dialed before the telephone number.

Call Rejection on Busy (Busy on Busy)
Calls for an extension can be rejected using the “Busy on
Busy” feature. This means that the user hears a busy sig-
nal whenever the extension is busy.

Disabling Automatic Outside Dialing
N Pick up the handset.
r1<Ext.>s0s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing 

the sequence shown at left.
O Hang up the handset.

Enabling Automatic Outside Dialing
N Pick up the handset.
r1<Ext.>s1s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing 

the sequence shown at left.
O Hang up the handset.

Enabling Busy on Busy
N Pick up the handset.
r52<Ext.>s1s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing 

the sequence shown at left.
O Hang up the handset.
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7.4 Operation at the Telephone
This section describes how you can use the FRITZ!Box fea-
tures via your telephone keypad.

Shortening the Dialing Procedure
The FRITZ!Box automatically recognizes when a number
has been entered, but not until a few seconds after the fi-
nal digits are entered.

You have the possibility of shortening the dialing proce-
dure by closing your entry with the r key.

Define the Outgoing Number and the Type of Connection
For outgoing connections you can specify the kind of con-
nection to be used for the next dialing procedure. For this
entry you can use settings already made, or circumvent
the settings currently configured. In this case the dialing
rules are suspended for the given dialing procedure.

By entering precisely which Internet telephony account
should be used it is possible to have the dialing proce-
dure conducted via a certain Internet telephone number,
even though this number was never previously configured
for the extension used.

Disabling Busy on Busy
N Pick up the handset.
r52<Ext.>s0s Dial the sequence shown at left.
r91ss Save your settings if desired by dialing 

the sequence shown at left.
O Hang up the handset.

Shortening the Dialing Procedure
<Number> r indicates that a number has been dialed 

to shorten the dialing procedure
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Making Internal Calls
All calls conducted between telephones connected to the
FRITZ!Box are internal telephone calls. These calls are free
of charge.

Selecting the Outgoing Number and the Type of Connection
s111r

<Phone number>

dials up this connection using the fixed line

s12r

<Phone number>

establishes a connection for this dialing pro-
cedure using the first Internet telephone 
number

s12<P>r establishes an Internet telephony connec-
tion via the specified Internet telephone 
number. For <P> enter the position of the In-
ternet telephone number in the List of Inter-
net Telephone Numbers.

Dialing Internal Calls with Automatic Outside Dialing
N Pick up the handset. You can hear the exter-

nal dial tone immediately, since the exten-
sion is set for automatic outside dialing.

ss<Ext.> If you would like to make an internal call to 
one of the extensions, dial ss, followed by 
the number of the extension, for instance 1 
or 2.

Dialing Internal Calls without Automatic Outside Dialing
N Pick up the handset. You hear the internal di-

al tone.
<Ext.> Dial the desired extension number, for in-

stance 1 or 2.
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Picking up a Call from the Answering Machine
Use this function to pick up incoming calls on your tele-
phone that already have been taken by the answering ma-
chine.

Waiting Calls
When the “Call Waiting” feature is enabled and you are
conducting a call, you will be notified as soon as an exter-
nal call arrives on your your line. This call will be signaled
by an acoustic signal in the handset. You can accept the
connection with the new caller within 30 seconds. If you
ignore the signal, the waiting call is rejected after 30 sec-
onds.

For instructions on how to turn the Call Waiting function
on and off, see the section “Call Waiting” on page 36.

Picking up a Call
N Pick up the handset.
s09 Dial the sequence shown at left.
P The call is now connected to your extension. You 

are now connected to the caller.

Accepting or Reject Waiting Calls
R2 To accept a waiting call, dial the sequence 

shown at left. Your original call is now on hold.
R1 To return to your original connection, dial the se-

quence shown at left.

You can also accept the waiting call by hanging 
up your existing connection, i.e., by hanging up 
the handset. In this case the phone rings as soon 
as you have hung up. Pick up the handset again 
to accept the waiting call.

R0 To reject a waiting call, dial the sequence shown 
at left.
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Alternating Between Calls
Whenever you have one active connection and one caller
on hold, you can switch from one call to the other as often
as you want using the Hold button.

Alternating between Calls
Call 1

P

You are talking to Caller 1.

R Press the Hold button. Caller 1 is now on hold.
M To establish a second call, simply dial ss plus 

the desired extension number for an internal 
call, or the desired external number.

Call 2

P

If the call is answered, you can consult on this 
line. The original caller is still on hold.

R2 To switch back from Caller 2 to Caller 1, dial the 
sequence shown at left.

Call 1

P

Caller 1 is now active again and Caller 2 is on 
hold.

R2 To switch back again from Caller 2 to Caller 1, di-
al the same sequence. In this way you can alter-
nate between the two connections.

Ending Hold
O The caller on hold hangs up. You can continue 

talking on the active connection.
R1 You end the active connection by dialing the se-

quence shown at left. The call that was on hold 
is now active again, and there is no call left on 
hold.

O

K

Call

P

You can also return to the call on hold by hang-
ing up the handset: this ends the currently ac-
tive connection. In this case the phone rings as 
soon as you hang up. Pick up the handset again 
to return to the last call that was on hold.
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Three-Party Conference Call
FRITZ!Box allows you to hold telephone conferences with
two other people at once. Two external and one internal
party, or two internal and one external party can conduct a
conference call with each other.

Conducting a Three-Party Conference Call
N Pick up the handset.
M Dial the external number of the first party. Talk.
R Press the Hold button.
M To establish a second call, simply dial ss plus 

the desired extension number for an internal 
call, or the desired external number.

You can now conduct a second conversation 
while your first call is on hold.

R3 Dial the sequence shown at left to begin a three-
party conference call.

D Now all three participants can confer together. If 
either of the other two parties hangs up, your 
connection with the remaining participant re-
mains active.

O You can end the three-party call by hanging up 
the handset.

R2 You can also switch from the three-party call 
back to the original two-party connection. Dial 
the sequence shown at left. This ends the three-
party conference. The connection that was active 
last before you initiated the three-party confer-
ence is now active again. The other call is on 
hold. You can alternate between the two connec-
tions by dialing the same sequence again.
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Consultation / Hold
The Consultation/Hold feature allows you to place an ex-
isting call on hold. You then may consult with someone
else at your workplace or dial a second call. The party on
hold does not hear the second conversation. Once you
have finished the consultation, you can return to the origi-
nal connection.

Consultation / Hold
Call 1

P

You are talking to Caller 1.

R Press the Hold button. Caller 1 is now on 
hold and you can consult someone else.

M To establish a second call, simply dial 
ss plus the desired extension number 
for an internal call, or the desired external 
number.

Call 2

P

If the call is answered, you can consult on 
this line. The original caller is still on hold.

R If the number you dialed is busy or the call 
is not answered, press the Hold button 
again to return to Caller 1.

R1 To switch back to Caller 1 after talking on 
the second connection, dial the sequence 
shown at left. Call 1 is now active again.

If you return to Caller 1 by pressing the Hold button, the
connection to Caller 2 is not cleared down until Caller 2
hangs up.

Ending Consultation
Call 1

P

You can also return to Calller 1 by hanging up 
the handset: this ends the connection to 
Caller 2. In this case, your phone rings as 
soon as you hang up. Pick up the handset to 
return to Caller 1 again.

O Hang up the handset to end the connection.
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Transferring Calls
The “Call Transfer” function allows you to transfer a con-
nection from one of FRITZ!Box’s extension to another.

Transferring Calls
Call 1

P

You are talking to Caller 1.

R Press the Hold button. Caller 1 is now on 
hold.

ss<Ext.> To establish a connection to Caller 2, dial the 
star key twice and then her or his extension 
number.

Call 2

P

You can now talk with Caller 2.

O To transfer the Caller 1 to Caller 2, simply 
hang up the handset.
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Explicit Call Transfer (ECT)
Use the “Explicit Call Transfer” function to connect two ex-
ternal parties with each other while one connection is ac-
tive and the other is on hold. Then you can end your own
connection while the other two parties continue their con-
versation.

Explicit Transfer of One Active and One Held Connection
N Pick up the handset.
M Dial the external number of the first party. Talk.
R Press the Hold button.
M Dial the number for your second external call. You 

can now conduct a second conversation while your 
first call is on hold.
To clear your connection while allowing the external 
parties to continue the call, connect the parties with 
each other.

R4 Dial the sequence shown at left. The connection on 
hold and the active connection are connected with 
each other. The external parties continue the call 
while you clear the connection.

O Hang up the handset.
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Room Monitoring (Baby Monitor)
The following key combination enables the function for
monitoring the sound level in a room. First enter the vol-
ume level (a value between 1 and 8). Enter a telephone
number. Do not hang up the handset! When the volume in
the room reaches the specified level, the number you en-
tered will be dialed. When the telephone rings and you
pick up the handset, you will be connected with the tele-
phone on which you enabled the room monitoring func-
tion.

Explicit Call Transfer from a Three-party Conference Call
N Pick up the handset.
M Dial the external number of the first party. Talk.
R Press the Hold button.
M Dial the number for your second external call. You 

can now conduct a second conversation while your 
first call is on hold.

R3 Dial the sequence shown at left to begin a three-par-
ty conference call.

D Now all three participants can confer together. If ei-
ther of the other two parties hangs up, your connec-
tion with the remaining participant remains active.
To clear your connections while allowing the exter-
nal parties to continue the call, connect the parties 
with each other.

R2 You can also switch from the three-party call back to 
the original two-party connection. Dial the sequence 
shown at left. This ends the three-party conference. 
The connection that was active last before you initi-
ated the three-party conference is now active again. 
The second external call is on hold. You can alter-
nate between the two connections by dialing the 
same sequence again.

R4 Dial the sequence shown at left. The connection on 
hold and the active connection are connected with 
each other. The external parties continue the call 
while you clear the connection.

O Hang up the handset.
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Dial the number of the extension to listen in at an exten-
sion with room monitoring activated.

After initiating a room monitoring phone call, the PBX can-
not generate a new call until at least one minute has
lapsed.

You can disable the function by simply hanging up the
handset of the telephone at which you enabled it.

When using this feature, it is advisable to activate the
speaker phone function.

Enabling Room Monitoring
N Pick up the handset or activate the speaker 

phone function of your telephone.
s4

<level>

s

<number>

r

Dial the sequence shown at left. For <Level>, 
enter a number between 1 (the most sensi-
tive sound level) and 8. For <Number>, enter 
the number to be called. This may be the 
number of another internal extension, a 9 
for an internal group call, or any external 
number desired. 

Q Wait for the acknowledgement tone. The ba-
by monitoring phone function is now en-
abled.
Do not hang up the handset!
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